
At approximately 23:00hrs yesterday evening the H- source output dropped from 52 mA to 
38 mA. PreAcc experts deduced that the most likely cause was a cathode flake across the 
extraction slit. The number of turns were increased to try to compensate while expert recover 
the source.

○

Stacked 26.8mA/hr with a production of 22.4 pbars/MP with 7.9 tp on target.•

Lost a transfer on set 23090 (76.7%) due to ○

Taking that transfer out we get 96.2%○

Transfer 23098 was from 48mA and had a 94.6%.  ○

Taking that transfer out also, we get 96.3%○

Unstacked 586E10 in 76 transfers over 25 sets with an average efficiency of 95.4%•

Stacking and Transfers

Pbars stacked: 610.76 E10○

Time stacking: 23.73 Hr○

Average stacking rate: 25.74 E10/Hr○

Stacking•

Number of pulses while in stacking mode: 36270○

Number of pulses with beam: 35572○

Fraction of up pulses was: 98.08%○

Uptime•

Corrected time stacking: 23.27 Hr○

Possible average stacking rate: 26.25 E10/Hr○

Could have stacked: 622.75 E10/Hr○

The uptime's effect on the stacking numbers•

Pbars sent to the Recycler: 601.80 E10○

Number of transfers : 78○

Number of transfer sets: 26○

Average Number of transfer per set: 3.00○

Time taken to shoot including reverse proton tuneup: 00.27 Hr○

Transfer efficiency: 95.02%○

Recycler Transfers•

Average POT : 7.42 E12○

Average production: 23.13 pbars/E6 protons○

Other Info•

Numbers

Plots
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